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BEVI AB (Headquarters) 
Blomstermåla, Sweden
Tel. +46 499 271 00 
info@bevi.se

How to contact BEVI  
Contact details for all countries
are continually updated on our 
website. 
Please visit www.bevi.com to
access the information direct.

Glass tape with double orange identification lines. 
Especially suited for large motors and engines meet-
ing high demands of the thermal class. Dimension-
ally stable.

Typical applications
Suitable for the binding of spools, reels and coil ends in elec-
tric motors as well as electrical applications.

Properties
• Good resistance to chemicals

• Working temperature 220°C, intermittent 500°C

• Good rigidity

• High tensile strength 

Composition
Woven glass tape

Colour
White with double orange identification lines.

Technical data
• Temperature class 220°C, intermittent +500°C

• Max elongation: 45 N/mm

• Tolerance on width: ±1 mm

• Thickness: 0.18 -0.02 +0.05 mm   

Item  
number

Dimensions 
(mm)

Packaging

125734 0.18 x 20 50 m / roll

125735 0.18 x 25 50 m / roll

125736 0.18 x 30 50 m / roll

125737 0.18 x 38 50 m / roll

125738 0.18 x 50 50 m / roll

Glass Tape Vidatape C (R1248), class C, 220°C


